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Advantages

Thanks to the materials we use for its 
manufacture, we can offer a corner 
piece with exceptional characteristics, 
especially in terms of its resistance.

Storage

Corner protectors must be 
protected from adverse 
conditions and stored 
indoors.

Applications

Their main function is to reinforce, secure and 
protect the goods.
They are usually a complementary element to 
films and strapping, as they offer greater 
rigidity and stability to the load.

Description

A corner piece is an angle of solid 
cardboard that is placed and fixed on the 
corners to give consistency, protection 
and stability to the pallets.

Print

One ink. Free of charge. 
Two inks.5€/Km. 
Full colour. 5€/Km.

Recommendations

Corner protectors must be 
protected from adverse 
conditions and kept indoors.
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TECHNICAL DATA

Components
Material: 
100% recyclable solid board.
Outer lining: 
Brown recyclable cardboard. Raw 
paper.

Recyclable

AyB
C 

GC
L

Wings: 45 or 50 mm 
Type of edge: round or beveled
Thickness: 2 to 8 mm 
Length: up to 7000 mm

Safety: The corner protectors of our production are classified in the category of tertiary packaging, not intended to be in direct contact with edible products, so they are not subject to the 
regulations Reg. EC n. 1935/2004 - Reg. EC 2023/2006. We declare that the raw materials comply with the D. Lgs. n. 22 of 05/02/97 art. 43, on the limits of heavy metals allowed in the 
packaging. It is declared the conformity with the European directives on packaging and with the REACH regulation 1907/2006/CE, EU Regulation n. 995/2010 - Obligations of operators who 
place timber and timber products on the market.
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Complementary 
products

Palletising filmStrap

Corner protectors                                              (approved by LIDL)

Interior content: Reinforced cardboard 
made from recycled pine. 100% recyclable. 
Gluing: Water-based glue.

Colour

They are manufactured in two sizes depending on the type of pallet and its weight: LAXNER 45 
and LAXNER 50.

CHW (Corner Heavy Weight)

Heavy duty pallet corner piece: Pallet weight ≥ 600kg
A-wing: 50mm (23˚C/50%RH)
B Flange: 50mm (23˚C/50%RH)
Thickness T: 5mm (23˚C/50%RH, UNE-EN ISO 534:2012)
Length L: depends on the height of the pallet. The minimum length has to cover from the 
middle of the pallet to the middle of the last row of boxes.
Stamp: CHW (printed in black. Two stamps on the A flap and two stamps on the B flap, evenly 
distributed along the length of the corner piece).
Flexural Strength: > 450N (20˚C/90%HR, UNE-EN 13393:2001)

CRW (Corner Regular Weight)

Pallet corner piece for medium weight pallets: Pallet weight < 600kg
A-wing: 45mm (23˚C/50%RH)
B Flange: 45mm (23˚C/50%RH)
Thickness T: 4mm (23˚C/50%RH, UNE-EN ISO 534:2012)
Length L: depends on the height of the pallet. The minimum length has to cover from the middle 
of the pallet to the middle of the last row of boxes.
Stamp: CRW (printed in black. Two stamps on the A flange and two stamps on the B flange, 
evenly distributed along the length of the corner piece).
Flexural Strength: > 301N (20˚C/90%HR, UNE-EN 13393:2001)
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Thickness (mm)

4,00 5,00

Wings
(mm)

45 2720 -

50 - 1920

UNITS / PALLETS Logistical data

CONTACT US 
canembal@canembal.com 
marketing@canembal.com

ADDRESS
P.I. El Saladar
C/ Balsón de Guillén, 9 
30850, Totana, Murcia, Spain 
TELEPHONE (+34) 868 990 454

canembal.com




