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Storage

The product should not be directly exposed to heat or moisture. 
Ideal temperature between 18 and 30 °C.

Description

Light staples and manual staples are an essential element for the fastening of various objects made of different 
materials.

Depending on the size, they can be used in one sector or another; for example, the 80 is mainly used in the 
upholstery sector, when a surface is to be lined or covered with fabric or other suitable material.

The 13 or 14 grades have a high medium hardness so that they do not bend when used on more compact surfaces, 
and can therefore be used in the manufacture of export packaging or pallets, closing of containers, closing of 
cardboard box bottoms, joining cardboard to wood, box lining or for fences and cages.

Other important elements for fastening other materials are nails.

Recommendations

Apply on a dry and clean surface to ensure a good fixation.

- Easy to use.
- High resistance to breakage and durability.

Advantages

• Agriculture
• Construction
• Packaging

Applications

They are used in the manufacture of certain products and in the palletisation of goods for the fixing of different 
materials. They are often used in sectors such as:

Staples

• Hardware stores
• Furniture
• Etc.
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TECHNICAL DATA

Components

Material: 

High quality, high strength steel.
They usually have a galvanised finish.

Measurements:
Widths (mm): 13 - 14 - 18 - 80
Lengths (mm): 4 - 8 - 12 - 14 - 16 - 18 - 30 - 40 - 50

Presentation: 
Boxes

Colours:
Metallic Grey / Gold

Labels  Corner protectors Staplers Strapping

CONTACT US

canembal@canembal.com 
marketing@canembal.com

ADDRESS

P.I. El Saladar
C/ Balsón de Guillén, 9
30850, Totana, Murcia, Spain 
Télf.:  (+34) 868 990 454

canembal.com

Staples

LOGISTICAL DATA

80/04

Staples Units / Box Boxes / Pallet

13/04 250.000
320.000

100
100

COMPLEMENTARY PRODUCTS

CI-18
VR/18-08

14/50

80/14
80/16

20.000
24.000

10.000
120.000

100.000

48
48

100

100
100

14/30
80/12
80/08
14/40

10.000
150.000
180.000
10.000

100
100
100
100




